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DIN-DVGW type examination certificate
DIN-DVGW-Baumusterpriifzertiﬁkat NG-5180BT0659

Registration Number

L e N o

Field of Application products of gas supply

Anwendungsbereich Produkte der Gasversorgung

Owner of Certificate ANTICOR Sp. z 0.0.

Zertifikatinhaber ul. Wygoda 28, PL-32-020 Wieliczka

Distributor ANTICOR Sp. z 0.0.

Vertreiber ul. Wygoda 28, PL-32-020 Wieliczka

Product Category Greasing and sealing materials: Protection tape against corrosion (5180)
Produktart

Product description Heat shrinkable wraparound sleeve

Produktbezeichnung

Model ANTICORRay WSS60

Modell

Test reports Type testing: 07/345/5180/2 from 02.05.2008 (EBI)
Priifberichte Laboratory control test: 21-0474--KP03 from 21.04.2023 (EBI)
Test basis DIN EN 12068 (01.03.1999)

Priifgrundlagen

¢ Date of Expiry / File No. 02.05.2024 / 23-0282-GNV
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Type Technical Data Remarks
Typ Technische Daten Bemerkungen
ANTICORRay WSS60 Stress class: C

Permanent operating temperature: max. +60 °C
Designation according to standard: Coating EN 12068-C
HT 60

Hints of Utilization / Remarks
Verwendungshinweise / Bemerkungen
Application: warm applied corrosion protection coating on primer




